BADYAL PRODUCT

ELECTRONICS —
DATA SHEET
WRIST STRAP ON-LINE MONITOR WITH DC ADAPTER

PRODUCT INFORMATION

MODEL: 518-MA

> Compact Design

> Easy to Install

> LED Indication

> Alarm Facility

> Highly Insulated
Power Supply

An ESD (Electrostatic Discharge) wrist strap continuous monitor is a device used in
electrostatic protected areas (EPAs) to ensure that personnel handling sensitive
electronic components remain grounded to prevent ESD damage. ESD Wrist Strap
Online Monitor 518M ensures continuous monitoring of wrist strap functionality and
ground connection, providing uninterrupted anti-static protection for your equipment.

PRODUCT SPECIFICATION

Wrist Strap ON-LINE Monitor DC Power Supply Adapter
Model: 518-M Model: NR-12V

Input Power: Input Power:

Voltage - 6V to 13V Voltage - 220-240V ac
Current - <100mA Frequency - 50-60 Hz
Body: Output Voltage:

Material - ABS Plastic At 200mA Load-9V
Dimension - Insulation Breakdown :
Indication : Test at- 4KV

Buzzer - Provided Insulation Resistance
LED - Provided Between Input And Output-
Monitoring:

By Capacitive Method
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